
FEATURES

EFFECTIVE
• Prevents battery discharge when towing with 
     an auxiliary braking system
• Allows quick, effortless engine starting

CONVENIENT
• Completely automatic — Install it and forget it!

• LED indicators show system status at a glance

• One-Year Warranty
• American-Made

HIGH PERFORMANCE

• Fully protected against 
    overcurrent, short circuits

• Built-in blocking diode keeps battery 
     fully charged, even if motorhome 
     batteries are completely discharged 

• Provides up to 10 Amps of charging current

EASY INSTALLATION

• Instructions, mounting hardware included

QUALITY CONSTRUCTION
• Rugged, weatherproof epoxy-
    encapsulated enclosure

• Installs in minutes

• Pays for itself in longer battery life
ECONOMICAL

• Works with single or dual (diesel) motorhome 
     starting batteries

TOAD-CHARGE™ is designed 
to keep the battery in your 
towed vehicle (or "Toad") 
charged while it is being towed 
behind your motorhome, 
thereby solving the battery 
discharge problems often caused 
by auxiliary braking systems.

The TOAD-CHARGE™ kit 
connects between your 
motorhome's starting (or chassis) 
battery(s) and the towed 
vehicle's battery, using the 
motorhome's alternator to 
supply up to 10 amps of charge 
to the towed vehicle's battery.

The TOAD-CHARGE™ kit 
consists of several components: 
A charge regulator installed in 
the towed vehicle's engine 
compartment monitors the 
charging current, and prevents 
reverse current flow when the 
motorhome engine is started. A 
thermal circuit breaker installed 
near the motorhome starting 
battery protects against excessive 
current flow due to wiring faults 
or a dead battery.

Towed Vehicle 
Battery Charger Kit

 A 40 foot (12.2 M) wiring harness 
in the motorhome and a 10 foot 
(3.0 M) towed vehicle harness are 
connected by a 7 foot (2.1 M) cable 
that can be permanently attached 
to the tow bar. Detachable 
connectors on both ends of this 
cable allow it to be stowed along 
with the tow bar when not needed. 
The cable includes its own ground 
wire, thereby minimizing the 
voltage drop that might otherwise 
be present when relying on the 
motorhome's trailer hitch wiring. 

Installation is quick and simple, 
with just two wires to connect in 
both the motorhome and towed 
vehicle engine compartments - The 
motorhome side of the harness 
connects to your motorhome's 
starting or house batteries, and the 
towed vehicle side connects to 
your vehicle's battery. Crimp-on 
ring terminals and mounting 
screws are supplied; a pair of split-
bolt connectors are also included 
for corrosion-free connections 
directly to the towed vehicle's 
battery cables.
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TOAD-CHARGE TM

• Charger cable unplugs when not in use,
     can be stowed away with towbar
• No battery drain when vehicle is parked



ELECTRICAL
SPECIFICATIONS

Charging
Current (Amps)

18 Ga. Stranded Wire,
Approx. 18" (46 mm) Length
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Supply Voltage:

EASY 3-WIRE HOOKUP
Attaches in seconds with battery clips (included),

or can be permanently connected with ring terminals (also included)

PHYSICAL
SPECIFICATIONS

0

Output Current:
Motorhome Batt. Idle Current:

Towed Vehicle Idle Current:
Operating Temperature:

Short Circuit Current:
Short Circuit Duration:
Max. Reverse Voltage:

Reverse Voltage Duration:

12 to 18 VDC
10.0 Amps Max.
Less than 5 mA
Less than 5 mA
-30°F. to +140°F.
0.25 Amps Typ.
No Time Limit
45 VDC
No Time Limit

TOAD-CHARGE TM

10 AMP TOWED VEHICLE BATTERY CHARGER
Fully Automatic • Short / Reverse Polarity Protected

Blue Wire: Car Bat. (+) Black Wire: Car Bat. (-)

LSL Products • Toll-Free: 877-257-4655 • www.lslproducts.com
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Price: Total:Shipping:Description:Qty. Tax*

*Sales tax applies to Texas residents only.

Fast 2-3 day
Shipping

ORDER FORM

Name

Address

City, State, Zip

Daytime Phone Number (optional)

After completing the following items, please detach this portion and mail to LSL Products.
All orders normally ship within 24 hours, via 2-3 day Priority Mail (Air Mail for Canadian customers).

We also ship to General Delivery addresses, and accept checks drawn on U.S. and Canadian banks.

• One-Year Warranty
• Satisfaction Guaranteed, Or Your Money Back!
• Hardware, Instructions Included — Nothing Else To Buy

• Factory Service & Replacement Parts

$6.30$86.95TM

via
Priority Mail

$7.80

@7.25%


